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PLAN FOR PROPOSED
HIGHWAY EROSION CONTROL

Temporary Rock Sediment Dam Type A

Temporary Rock Sediment Dam Type B

Temporary Silt Fence

Roadway Standard Drawings

 

The following roadway english standards as appear in "Roadway Standard Drawings"- Roadway Design

revison thereto are applicable to this project and by reference hereby are considered a part of

these plans.

Rock Pipe Inlet Sediment Trap Type A

EC-1

1634.01

1634.02

1635.01

1605.01

1630.01

Temporary Berms and Slope Drains

1606.01

1622.01

Special Sediment Control Fence

Riser Basin

1635.02 Rock Pipe Inlet Sediment Trap Type B

1604.01 Railroad Erosion Control Detail

1607.01 Gravel Construction Entrance

   

1630.05 Temporary Diversion

1630.04 Stilling Basin

1630.03 Temporary Silt Ditch

1630.02 Silt Basin Type B

1630.06 Special Stilling Basin

1631.01 Matting Installation

1632.02

1632.01

Rock Inlet Sediment Trap Type B

Rock Inlet Sediment Trap Type A

1632.03 Rock Inlet Sediment Trap Type C

1633.01

1633.02 Temporary Rock Silt Check Type B

Temporary Rock Silt Check Type A

1640.01 Coir Fiber Baffle

1645.01 Temporary Stream Crossing

ROADSIDE ENVIRONMENTAL UNIT

 Raleigh, NC 27611

1 South Wilmington St.
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6131 FALLS OF NEUSE ROAD, SUITE 106,  RALEIGH, NC 27609

(919) 855-9989 FAX:(919) 855-5687
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James A. Crouse, PE 3267

EROSION AND SEDIMENT CONTROL MEASURES

CONSTRUCTION.

GRUBBING PHASE OF

FOR CLEARING AND

EROSION CONTROL PLANS

THIS PROJECT CONTAINS

Temporary Silt Ditch

Temporary Silt Fence

Silt Basin Type B

Stilling Basin

TDTemporary Diversion

Temporary Rock Silt Check Type-B

Temporary Rock Silt Check Type-A

Temporary Rock Sediment Dam Type-A
Temporary Rock Sediment Dam Type-B

  Type A

  Type B

  Type C

A

B

C

Temporary Silt Fence

TSD

Std. # Description Symbol

 
 

 

Temporary Berms and Slope Drains 

Rock Inlet Sediment Trap:

1630.03
1630.05
1605.01

1622.01

1633.01

1634.01
1634.02
1635.01
1635.02
1630.04

1632.01

1632.02

1632.03

Rock Pipe Inlet Sediment Trap Type-A
Rock Pipe Inlet Sediment Trap Type-B

1606.01 Special Sediment Control Fence

Skimmer Basin

Tiered Skimmer Basin

Infiltration Basin

Special Stilling Basin1630.06

Temporary Rock Silt Check Type-A with
Matting and Polyacrylamide (PAM)

Wattle/Coir Fiber Wattle

Wattle/Coir Fiber Wattle
with Polyacrylamide (PAM)

1630.02

1633.02
EW

CFW

Noelle Ring, CPESC

BRIDGE NO.105 OVER YADKIN RIVER OVERFLOW 

ON US 421 NORTHBOUND LANES

GRADING, DRAINAGE, PAVING, & STRUCTURE

LOCATION: 

TYPE OF WORK:

RESOURCES.

DIVISION OF WATER

OF ENVIRONMENTAL QUALITY

THE NORTH CAROLINA DEPARTMENT

APRIL 1, 2019 AND ISSUED BY

CONSTRUCTION PERMIT EFFECTIVE

BY THE NCG-010000 GENERAL

THE REGULATIONS SET FORTH

CONTROL PLANS COMPLY WITH

THESE EROSION AND SEDIMENT
Unit - N. C. Department of Transportation - Raleigh, N. C., dated January 2018 and the latest

US 421 NB

US 421 SB

US 421 NB

US 421 SB

O
V

E
R
F

L
O

W

Y
A

D
K
IN
 

R
IV

E
R

-DETNB-

-LNB-

-LNB- STA. 33+00.00
END TIP PROJECT B-5389

-LNB- STA. 12+62.50
BEGIN TIP PROJECT B-5389

-LNB- STA. 18+34.54
BEGIN BRIDGE -LNB- STA. 22+96.46

END BRIDGE
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2018 STANDARD SPECIFICATIONS

YADKIN COUNTY













DB 1139 PG 533

LEANN M. DOUB

DARRELL DOUB AND WIFE

DB 891 PG 129

LEANN M. DOUB

DARRELL DOUB AND SPOUSE

MELISSA B. DOUB AND

JEFFREY W. DOUB AND SPOUSE

EXISTING R/W

EXISTING R/W EXISTING R/W EIP

-EL-

-EL-TOP=732.55’

INV=729.06’

CONC PAVED DITCH

DI

INV=714.71’
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" 
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CONC PAVED DITCH

DI

TOP=732.43’

INV=729.37’

WOODS WOODS

MTL

MTL

WOODS

WOODS

MTL

MTL

MTL

WOODS

10’ SOIL RD

US 421  NBL 24.5’ BST

US 421 SBL  25’ BST

MTL

MTL

MTL

MTL

SEAT=729.68’

SEAT=729.78’

SEAT=730.37’

SEAT=730.40’

TO LEWISVILLE

BL-3

BL-4 
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48" WW

48" WW
48" WW

48" WW
48" WW

95.00’ LT
+50.00

EX/RW
+50.00

155.00’ LT
+50.00

EX/RW
+55.00

2

95.00’ LT
115.00’ LT
135.00’ LT
+70.00

95.00’ LT
115.00’ LT
+65.00

115.00’ LT
135.00’ LT
+40.00

140.00’ LT
155.00’ LT
+65.00
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-LNB- STA. 22+96.46
END BRIDGE
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EXISTING GUARDRAIL
REMOVE AND REPLACE

LNB STA. 29+48.50
END WOVEN WIRE FENCE

LNB STA. 24+68.50
BEGIN WOVEN WIRE FENCE

LNB STA. 24+63.50
END WOVEN WIRE FENCE

BEGIN 3" OVERLAY
-LNB- STA. 30+00.00
END GRADE 

GUARDRAIL (RT)
TIE TO EXISTING

GUARDRAIL (LT)
TIE TO EXISTING

DDE = 122 CY

END 3" OVERLAY
-LNB- STA. 33+00.00
END TIP PROJECT B-5389
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100’ TAPER LT & RT

64’ TAPER LT

64’ TAPER RT

INV=709.5

EST. 7 SY GF
EST. 2 TONS

CL ’B’ RIP RAP

SHOULDER POINT
CL II RIP RAP TO

R
E
T
A
IN

SEE DETAIL 4
DISSIPATOR PAD
DECK DRAIN 

TO BE REMOVED
EXISTING BRIDGE

RETAIN

R
E
T
A
IN

EXCAVATE TO NG

RETAIN

TO EX. DITCH
BASE DITCH 
TIE 2’

SEE DETAIL 2
EST 127 CY DDE
LAT. 2’ BASE DITCH

( Not to Scale)

2:
12:1 D

B

b

LATERAL 2’ BASE DITCH

1"/Ft.

FROM STA. 21+75 TO STA. 24+58 -LNB- LT

DETAIL 2

b=5.0 Ft.

B=2.0 Ft.

Min. D=2.0 Ft.

Ground 

Natural

Slope

Fill
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ROADWAY DESIGN
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LNB Sta. 22+95.53 to 32+00 LT

on Slope as Work Allows.

Place Matting for Erosion Control

NOTE:  

     UTILIZE TEMPORARY SEDIMENT BASIN OR SPECIAL STILLING

     BASIN(S) AS STILLING BASIN WHERE APPLICABLE.

ID 5.1

20 ft. weir

Orifice Diameter

with 1.5 inch

1.5 inch Skimmer

74 x 37 x 3

LNB STA. 24+58-21+75 LT

PROPOSED DITCH

290 SY MATTING FOR 

DESIGN

FINAL










